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Automatic boiler VERNER A251G 

 
            

The second generation of automatic boilers VERNER is specially 
designed for comfortable, economic and ecological heating of your 
family house, agriculture buildings, schools, hotels etc. 
Big advantage of these boilers is in possibility of burning of various 
types of biomass in different forms. 
 

rated capacity  25 kW 
output range  7,5 – 28 kW 
efficiency   91% 
weight   575 kg 
height   1433 mm 
width   622 mm 
depth   1460 mm 
fuel   wood pellets without bark, with 
   bark, but it is also possible to burn 
   oat, wheat, maize, mustard, pellets 
   from rape, pellets from sorrel etc. 
 

Guarantee period for the boiler body is prolonged to 5 years! 
 

 

Supply number Leg. Type Recommended price free of VAT 
b026.21527.US 1) A251G with regulation, with feeding hopper 5 720,- 
b025.21651  2) Automatic deashing system for A251G and A501G 1 160,- 
b026.21927  Rolling shovel 168,- 
b025.36458  Hopper extender 220,- 
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News – Automatic boiler VERNER A602 
 

The newly developed generation of automatic boilers is specifically designed for 
comfortable, economical and ecological heating of the objects and houses with 
boilers, which burns wood pellets and a wide range of alternative fuels. 
The boiler includes a new type of burner plate and automatic cleaning of the 
exchanger 
during the operation. The boiler is equiped  with automatic deashing. 
 

 
 

 
 
rated power                            59 kW 
output power range  17 – 59 kW 
efficiency             89,3 % 
weight                  640 kg 
high         1 744  mm 
width       1 106 mm 
depth        1 198 mm 
specified fuel       wood pellets, possible to burn 
                                       alternative fuel, grain, corn as well  
 
emissin class:  5 wood pellets 
   3 other fuel 

 
 
 

   Order number Type 
Recommended price free of 

VAT 

 A602 with control unit, feeder,  fuel bin 700 dm3                                     10 900,- 
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Gasification boiler VERNER V210 EXTRA 

The advantages of boiler VERNER V210 / V140 EXTRA are mainly high efficiency, 
excellent adjustability, automatic stable heat function and high quality burning 
process, where the fuel burn-up is equal, so the boiler power is well-balanced. These 
qualities will ensure markedly lower operating costs and they also save time for the 
boiler attendance. 

 
rated capacity  20 kW / 14 kW 
output range  10 -20 kW / 7-14 kW 
efficiency   up to 91 % 
weight   370 kg 
height   1230 mm 
width   580 mm 
depth   925 mm 
fuel   wood, wood briquettes, 

in combination also wood chips and sawdust 
 

Guarantee period for the boiler body is prolonged to 5 years! 
 

Supply number Type Recommended price free of VAT  
b029.22031 V210  with regulativ 3 100,- 
b027.21981 Cooling look 315,- 

 
 
 
 
 

Gasification boiler VERNER GN25D (STAINLESS STEEL) 
 
The boiler VERNER GN25D is a classic pyrolitic (gasification) boiler  
with anticorrosive solution in stainless steel design and with outstanding 
regulation.  
The boiler has a massive ceramic lining with microreinforcement for long term 
permanent heat assuring.  
The stainless steel stoking chamber construction is characterized by the great 
usability of the space while taking half-meter logs. 

 
rated capacity  25 kW 
output range  12,5 – 25 kW 
efficiency   94 % 
weight   430 kg 
width   648 mm 
height   1195 mm 
depth   1100 mm 
fuel   wood, wood briquettes, 

in combination also wood chips and sawdust 
 
Guarantee period for the boiler body is prolonged to 7 years! 
 
 
 
 

Supply number Type Recommended price free of VAT  

b024.21466.RG GN25D with regulation, boiler body of stainless steel (N) 3 620,- 
b020.67277 Cooling loop 236,- 
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Gasification boiler VERNER G45  
 

The boiler VERNER G45 is a classic pyrolitic (gasification) boiler  
with anticorrosive solution and outstanding regulation.  
The boiler has a massive ceramic lining with microreinforcement for 
long term permanent heat assuring. The stoking chamber construction 
is characterized by the great usability of the space while taking half-meter logs. 

 
rated capacity  45 kW 
output range  22,5 – 45 kW 
efficiency   91 % 
weight   630 kg 
width   648 mm 
height   1530 mm 
depth   1100 mm 
fuel   wood, wood briquettes 

in combination also wood chips and sawdust 
 

 

Supply number Type Recommended price free of VAT  

b018.21123.RG G45 with regulation, steel plate 3 100,- 
b010.67278 Cooling loop  305,- 

 

 
 
 
 
 
 

Gasification boiler VERNER GN45 (STAINLESS STEEL) 
 
The boiler VERNER GN45 is a classic pyrolitic (gasification) boiler  
with anticorrosive solution in stainless steel design and with outstanding 
regulation.  
The boiler has a massive ceramic lining with microreinforcement for long term 
permanent heat assuring.  
The stainless steel stoking chamber construction is characterized by the great 
usability of the space while taking half-meter logs. 

 
rated capacity  45 kW 
output range  22,5 – 45 kW 
efficiency   91 % 
weight   570 kg 
width   648 mm 
height   1530 mm 
depth   1100 mm 
fuel   wood, wood briquettes 

in combination also wood chips and sawdust 
 

Guarantee period for the boiler body is prolonged to 7 years! 
 

Supply number Type Recommended price free of VAT  

b023.21310.RG GN45 with regulation, boiler body of stainless steel (N) 4 150,- 
b010.67278 Cooling loop  305,- 
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Interior boiler with exchanger VERNER 13/10.1 
 
New generation of VERNER heating units joins advantages 
of boilers and fireplace stoves. Interior boiler VERNER 13/10.1 
offers comfort and hearth warm together with high heating value 
and heating comfort in connection with warm-water circuit of  
heating system. High efficiency and combustion quality guarantee 
the low-cost service at minimum environment damage. 
 

total rated capacity    9 kW 
rated capacity transferred into heating system 7 kW 
efficiency      87,4 % 
backside fuel feeding    yes 
CO [g/m3] O2=10%    1,65 
weight     235 kg 
height      1254 mm 
width      590 mm 
depth      470 mm 
fuel      wood, wood briquettes,  
      wood chips 
 

 
Supply number Type Recommended price free of VAT  

b213.10806  Interior boiler 13/10.1 (output 9/7 kW) 2 730,- 

b213.10806.PZ 
Interior boiler 13/10.1 (output 9/7 kW) 
(backside fuel feeding) 2 870,- 

b213.10806.SC 
Interior boiler 13/10.1 (output 9/7 kW) 
- silver-black design           2 730,- 

b213.10806.BR 
Interior boiler 13/10.1 (output 9/7 kW) 
- bordeaux red design                            2 730,- 

b213.10806.BC 
Interior boiler 13/10.1 (output 9/7 kW) 
- bronze-black design                            2 730,- 

b213.10806.PZSC 
Interior b oiler 13/10.1 (output 9/7 kW) 
- silver-black design (backside fuel feeding) 2 870,- 

b213.10806.PZBR 
Interior boiler 13/10.1 (output 9/7 kW) 
- bordeaux red design (backside fuel feeding)           2 870,- 

b213.10806.PZBC 
Interior boiler 13/10.1 (output 9/7 kW) 
- bronze-black design (backside fuel feeding) 2 870,- 

 
 
 
Explanations: 
9,13…. .total rated capacity of interior-boilers in kW 
/7,10…… rated capacity transferred into heating system   
 
 

Interior-boilers  13/10.1 have already installed th e cooling loop inside the boiler 
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Interior boiler with exchanger VERNER 13/10 
 
New generation of VERNER heating units joins advantages 
of boilers and fireplace stoves. Interior boiler VERNER 13/10 
offers comfort and hearth warm together with high heating value 
and heating comfort in connection with warm-water circuit of  
heating system. High efficiency and combustion quality guarantee 
the low-cost service at minimum environment damage. 
 

total rated capacity    13 kW 
rated capacity transferred into heating system 10 kW 
efficiency      87,4 % 
backside fuel feeding    yes 
CO [g/m3] O2=10%    1,65 
weight     255 kg 
height      1254 mm 
width      590 mm 
depth      532 mm 
fuel      wood, wood briquettes,  
      wood chips 
 
Supply number Type Recommended price free of VAT  

b212.10666 Interior boiler 13/10  2 730,- 

b212.10666.PZ 
Interior boiler 13/10 
(backside fuel feeding) 2 870,- 

b212.10666.SC 
Interior boiler 13/10  
- silver-black design            2 730,- 

b212.10666.BR 
Interior boiler 13/10  
- bordeaux red design                            2 730,- 

b212.10666.BC 
Interior boiler 13/10  
- bronze-black design                            2 730,- 

b212.10666.PZSC 
Interior boiler 13/10 
- silver-black design (backside fuel feeding) 2 870,- 

b212.10666.PZBR 
Interior boiler 13/10  
- bordeaux red design (backside fuel feeding)           2 870,- 

b212.10666.PZBC 
Interior boiler 13/10  
- bronze-black design (backside fuel feeding)           2 870,- 

 
Explanations: 
9,13…. .total rated capacity of interior-boilers in kW 
/7,10…… rated capacity transferred into heating system   

 
Interior-boilers 13/10 have already installed the c ooling loop inside the boiler 
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Interior boiler with exchanger VERNER 13/10.2 
 
New generation of VERNER heating units joins advantages 
of boilers and fireplace stoves. Interior boiler VERNER 13/10.2 
offers comfort and hearth warm together with high heating value 
and heating comfort in connection with warm-water circuit of  
heating system. High efficiency and combustion quality guarantee 
the low-cost service at minimum environment damage. 
 

total rated capacity    13 kW 
rated capacity transferred into heating system 11,5 kW 
efficiency      87,4 % 
backside fuel feeding    yes 
height      1235 mm 
width      590 mm 
depth      490 mm 
fuel      wood, wood briquettes,  
      wood chips 
 

 
 

 
Supply number Type Recommended price free of VAT  

b214.11144 Interior boiler 13/10.2 (including casing) 3 075,- 

b214.11144.PZ 
Interior boiler 13/10.2 (backside fuel feeding)  
including casing 3 280,- 

   

Casing variants:   

b214.37320h9005 Casing for interior boiler 13/10.2  (interior)  black  

b214.37320cb44250 
Casing for interior boiler 13/10.2   (interior)  bronze -
black   

b214.37320sb43985 Casing for interior boiler 13/10.2  (interior)  silver-black   

b214.37555h9005 Casing for interior boiler 13/10.2  (wall up)  black   

b214.37555cb44250 Casing for interior boiler 13/10.2  (wall up) bronze-black   

b214.37555sb43985 Casing for interior boiler 13/10.2  (wall up)  silver-black  

b214.37549h9005 Rear casing for interior boiler 13/10.2  ( wall up)  black  

b214.37549cb44250 
Rear casing for interior boiler 13/10.2   (wall up) bronze -
black  

b214.37549sb43985 
Rear casing for interior boiler 13/10.2   (wall up)  silver -
black  

b214.88477 Frame for walling up of interior boiler 13/10.2  

 
 

Interior-boilers 13/10.2 have already installed the  cooling loop inside the boiler 
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VERNER SPIRO 
 

Unprecedented and most modern way of room heating, which insists mainly on the esthetic 
way, marked limitation of dust circulation  and wide possibilities of placing and solution 
of heating elements. The principle of turbulent heat transfer ensures high heat outputs on 
the minimal area. Thanks to the copper construction, VERNER SPIRO has almost 
incomparable lifetime.  
  

 
 

iillustrative photo 

 
 
Automatic deashing system  

 

This device is intended for automatic boilers VERNER and it is used for 
applications, when the fuel with huge ash portion is burnt (alternative 
pellets, corn etc.) and at the same time there is requirement of minimum 
demand on the service frequency. It can be added to the boiler anytime.  
It consists of ash canal, screw conveyor, electromotor with gear unit and 
ashbin. Deashing appliance can be mounted either from right or left side.   

 
 
 
 

 
 
 
 
 
Rolling shovel 

 
Rolling shovel is used for taking out of fuel from the fuel hopper of 
automatic boilers VERNER, types A251G and A501G event. A50G. It is 
used mainly in cases, where some fuels like e.g. some types of alternative 
pellets, tails (chaff), pollard etc. are burnt. These fuels don´t fall down 
properly  and make so called arches (domes). 

 
 
 
 
 
 

 
 
 

 
 
 
 
 

Supply number Type Recommended price free of VAT 

m16.0027 Tube VERNER SPIRO – length 1m 71,- 

Supply number Type Recommended price free of VAT 

b025.21651 Automatic deashing system for A251G and A501G 1 160,- 

Supply number Type Recommended price free of VAT 

b026.21927 Rolling shovel 168,- 
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Cooling loops for lump wood boilers 
 
Cooling loop is intended for prevention of the boiler against overheating. 
It is concerned of the exchanger water-water, that is able to transfer the 
rated boiler capacity at temperature difference and at right flow. The 
supply water from the water-pipe system is used for cooling and its 
supply has to be independent on the electric power.  
 
  
 
 
 
      Illustrative photo of cooling loop 25kW, 45kW drawing of cooling loop V140/210 

 
 
 

 
Selfactive mixing armature VERNER  

 
The selfactive mixing armature (automatic mixing fitting) VERNER 
is designed for the boiler low-temperature rust protection. It splits the 
heating system to two parts: boiler and heating circuit.  
It is possible to control the temperature in each circuit separately.  
By this way, it is ensured, that the temperature of return water is 
not falling down below 60°C. The other advantage is, that the 
boiler circuit can function for 25kW boilers also on the gravity  
circulation, so there is not necessary to install the circulating pump. 
 
 

 

 
 
 
 
Automatic valve to cooling 

 
This valve protects the boiler against possible overheating.   

 
 
 
 
 

 
 
 

Supply number Type Recommended price free of VAT 

b027.21981 Cooling loop for V140, V210 EXTRA 315,- 
b020.67277 Cooling loop for G25D, GN25D 236,- 
b010.67278 Cooling loop for G45, GN45 305,- 

Supply number Type Recommended price free of VAT  

b481.20550 Selfactive mixing armature VERNER  
(for lump wood boilers) 235,- 

b483.21200 Three-way mixing armature VERNER 210,- 

Supply number Type Recommended price free of VAT  

m80.0115 Automatic valve to cooling 88,- 
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Switching (electric) clock - daily  

 
Thank to this switching (electric) clock, it is possible to simply set 
the boiler shut down and follow-up switching on the boiler. 
 

 
 
 

 

 
 
 
 
Storage tank (geyser) temperature sensor 

 
This sensor is used for the connection between boiler and storage tank.  
You can set the maximum water temperature in the storage tank on  
the boiler regulator. 
 

 
 
 

Illustrative photo 

 
 
 
Chimney draught regulator 
 
The chimney draught regulator ensures uniform draught behind the boiler and create 
optimal conditions for burning in the heating chamber. It supports ventilation of the 
chimney flue and thereby it lowers condensation danger. By its installation, it is 
possible to save 3 - 9% of fuel per year.  
 
 
 
 
 

 
 
 
 

Supply number Type Recommended price free of VAT  

e001.00001 Switching clock  - daily 49,- 

Supply number Type Recommended price free of VAT  

b026.82105 Storage tank (geyser) temperature sensor 72,- 

Supply number Type Recommended price free of VAT  
b431.10030.160 RKT 160 – box design 126,- 
b432.40447 HP 160 – shrunk ring design 88,- 
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Flue exhauster VS5  
 
This appliance is designed for the chimney draught support of the furnace (for 
solid fuels), especially the boilers for wood. It is situated on the smoke flue 
between the outlet neck of the furnace and the inlet into the chimney. 
The usage of the flue exhauster has the following advantages: 
1. The limitation of the smoke up at stoking 
2. The heat up simplification and speeding 
3. The power increase of the heating devices dependent on the chimney 
 draught 
4. The limitation of the dustiness during the deashing and the heating device 
 cleaning. 
 

 
 

Supply number Type Recommended price free of VAT  
b445.33948 Flue exhauster VS5 with manual switching 528,- 


